
aparian EtherNet/IP External GPS Gateway

XPosition

NMEA to Logix

Precision GPS Interface

Dual Antenna Devices

Easy to configure

DIN Rail Mount

Positioning & Velocity

Accuracy Reporting

Satellite Diagnostics

The XPosition Module provides an interface to 
high accuracy positioning equipment which 
can be used across a range of position 
sensitive applications. Any NMEA Ethernet 
device can be interfaced to the Logix  
(ControlLogix and CompactLogix) family of 
controllers. 

The module uses an external GPS receiver to 
provide accurate position information. The 
external GPS or inertial navigation device 
provides various accuracy estimates allowing 
the user to make informed decisions for high 
precision position and velocity applications. 

The XPosition can also be interfaced with dual 
antenna receivers and in so doing provide the 
additional Yaw, Tilt and Heading data.

A built-in webserver provides detailed 
diagnostics of system configuration and 
operation, including the display of GPS time, 
position, and velocity.
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The XPosition module can be used in a wide variety of mobile applications. 
Positioning and velocity information  can be used either for monitoring or in 
collision avoidance systems.

Applications

Specifications
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XPosition

A-XGPS

Parameter

Power requirements 

NMEA Messages

Operating temperature 

NMEA Support

Ethernet

Rating

10 - 28 VDC  (70mA @ 24VDC)

AVR, BPQ, GGA, GSA, GST, GSV, HDT, RMC, ROT, VTG, ZDA

-20 - 70  °C

NMEA-0183

10/100 Mbps,  Full/Half Duplex, Auto-MIDX
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